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PERFECT SOLUTION FOR NOISES AND VIBRATIONS

All air duct installations for heating or
ventilation are attached to mechanical
equipment containing a fan or blower.
This equipment causes vibrations and
noises which are transmitted in the metal
ducts throughout the installation. In order
to isolate vibrations and noises caused by
air handling units, fans and other
equipments, it is highly recommended to
install an airtight flexible joint between
the outlet of the deviceand the airduct.
This joint, consisting of a fabric

which is attached to a sheet of metal on both sides is called a « Flexible Duct Connector». It is
necessary to select an airtight and flexible cloth with good weathering quadlities and which can
withstand temperatures inside and outside the duct. BRG flexible connectors are perfect for this job.

FLEXIBLE DUCT CONNECTORS

BRG offers two types of seam locks of metal-to-fabrics. Both gives a great strength, nothing

comparable to classical singlefold methods.

FC-1 for residential or light
commercial Application

FC-2for Heavy Industrial or Offshore
Requirements. applications

B All BRG fabric flexible duct connectors meet the British specifcations for
sheet metal ductwork DW/142 and DW/144.

B All BRG flexible duct connectors are also available with 304 or 316 stainless

steel on request.

Bl All BRG flexible duct connectors are manufactured with 24 or 28 ga. galvanized steel.

FABRICS

MATERIAL COATING PVC SILICONE BRG
CLOTH Polyester Fiberglass Fiberglass
COATING Both sides Both sides On notched side
WEIGHT 600 gr/sqm 720 gr/sqm 540 gr/sqm
{18 oz/sqyd) {21 0z/sqyd) {16 0z/sqyd)
TENSILE WRAP >=250 daN/5em >=250 daN/5em >=250 daN
STRENGTH /5em
WEFT >=250 daN/5cm >=250 daN/5cm >=250 daN/5cm
TEAR WRAP >=22 daN >=10 daN >=22 daN
STRENGTH
WEFT >=20 daN >=15 daN >=10 daN
COLOUR Black Black Golden brown
TEMPERATURE RANGE -20°C to +70°C -20°C to +100°C -140°C to +260°C
{CONTINUQUS) {-4°F to 158°F) {-4°F to 212°F) {-220°F to 500°F)
RESISTANCE ACIDS Very good Good Very good
QOlILS Good Poor Good
SOLVENTS Fair Good Fair
GREASES Good Poor Good
OZON Very good Good Good
uv Very good Fair Good
ALOGEN Very good Poor Good
- Excellent - Excellent high - Excellent high
mechanical temperature temperature
resistance resistance resistance
- Excellent tear and - «Hardly - Black side 105
CARACTERISTICS tensile strength flammable» Ohms
- All purpose= classifed {surface resistivity)
- Flame retardant -Very good -Very good
- Excellent water chemical chemical
resistance resistance resistance
STANDARDS BS476 Part 6 & 7 BS476 Part 6 & 7 BS476 Part 6 & 7

B All BRG fabrics are unaffected by mildew.
B All BRG fabrics are designed to meet NFPA 90A.

(Installation of air conditioning and ventilating systems)

B All BRG fabrics are designed to meet NFPA 90B.

(Warm air heating and air conditioning systems)

B All BRG fabrics are airthight and waterproof.




